


24.00 36.00 48.00 60.00
20.0 NO STF REQ'D 43.00 38.00 21.00
60.0 27.00 27.00 13.00 7.00
90.0 22.00 18.00 9.00 5.00
100.0 20.00 15.00 7.00 4.00

Design 
pressure 

(psf)

Stiffener Spacing (in)
Panel height (in)

Chart #1

20.0 18.00
60.0 18.00
90.0 14.00

100.0 12.00

Design 
pressure (psf)

Chart #2
Rivet 

spacing (in)
20.0 3.00
60.0 3.00
90.0 3.00

100.0 3.00

Chart #3
Design 

pressure (psf)
Clip length 
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Manufacturer:  Altech Panel Systems, Inc. 

1 Johnson Street, Suite 118 

Cartersville, GA 30120 
 
Product Line: Accu-Trac AP DS Aluminum Plate System – Impact HVHZ using Alfrex 3mm aluminum plate 
 
Compliance: 
The above mentioned product has been evaluated for compliance with the requirements of the Florida Department of 
Business and Professional Regulation for Statewide Acceptance per Rule 61G20-3.005 method 1(d). The product listed 
herein complies with requirements of the current Florida Building Code. 
 
Supporting Technical Documentation: 

1. Approval document: drawing number 08-03704, prepared, signed and sealed by Luis Roberto Lomas P.E. 
2. Report No.: L2056.01-550-18 signed and sealed by Vinu J. Abraham P.E. 

Intertek, Lithia Springs, GA. 
TAS 201        Large Missile Impact Test, Level D, Wind Zone 4 
TAS 202       Uniform Static Air Pressure, +100.0/-90.0psf design pressure, 20.0psf water penetration. 
TAS 203       Cyclic Pressure loading +100.0/-90.0psf design pressure 

3. Report No.: L2056.02-550-18 signed by James Blakely 
Intertek, Lithia Springs, GA. 
ASTM E1886/E1996   Large Missile Impact Test, Level D, Wind Zone 4 
ASTM E1886/E1996   Cyclic Pressure loading +100.0/-90.0psf design pressure 
ASTM E330                 Design pressure:  +100.0/-90.0psf 
                                    Water penetration:  20.0psf water penetration. 

4.    Anchor calculations and comparative analysis, report number 514846-1, prepared, signed and sealed by 
       Luis Roberto Lomas P.E. 
 

Limitations and Conditions of use: 

• Design pressure:      +100.0/-90.0psf 

• Panel Size:      120” x 60” 

• This product is rated to be used in the HVHZ. 

• Panel material to be Alfrex Solid Aluminum Plate 3003-H14 

• Stiffener material to be 3mm (.118”) Extruded Aluminum. 

• Stiffeners and clips are made of aluminum 6063-T5. 
 
Installation:  
Units must be installed in accordance with manufacturer’s installation instructions and approval document 08-03704. 
 
Certification of Independence:  
Please note that I don’t have nor will acquire a financial interest in any company manufacturing or distributing the 
product(s) for which this report is being issued. Also, I don’t have nor will acquire a financial interest in any other entity 
involved in the approval process of the listed product(s). 
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